.

D#™= OF PREP.

- 'FOR COATINGS, RESINS AND RELATED TERIALS

(Approved by U.S. Dep enment of Labor* Enemi-ny stmilar to Form OSHA-20)

FEB 17 1982 |

Section I

'MANUFACTURER'S NAME

- STREET ADDRESS

EMERGENCY TELEPHONE NO.
(PROBUCTGLASS Light Gray Flat Epoxy Enamel

 TRADENAME ot A0Lac

Bostik-Finch, Inc . Sub51dlary of USM Corp

20846 S‘~Normandie=Ave?”“SV“EANDZW°°DE*f Torrance ‘Ca. 90502

1213/320-6800

MANUFACTURERS CODEIDENT!FICATION 4 63341 FRe |

, Curing Agent\CA 134
M1x1ng Ratth 4.1

“"Thermoflect” (DMS 1738D)

—

— HAZARDOUS INGREDIENTS ~

INGREDIENT

T ,
mgfy/’ M3

'PERCENT LEL b

| PRESSURE

Amine Adduct . At} e
~ Antimony Sulfide
 Lead Chromate.

 Inert Pigments

& 1

'itives (Suspension and Flow)

=

4
0

WA NONO |

“cohol

.ivents (MEK, MIBK, Xylene, Toluene,
'Butyl Cellosolve, L

m———

|

——

Sectlon i - PHYSICAL DATA

- EVAPORATION RATE D FASTER:: -SLOWER THAN ETHER

_BOILING RANGE

170 F.

VAPOR DENSITY [ JueHter THANAR o |

Sa HEAVIER

“ WEIGHT PER
GALLON .

—340 E.

PERCENTVOLATILE
YVOLUME
2 60%

ol
o

Section IV — FIRE AND EXPLOSION HAZARD DATA

) e

_ DOT.CATEGORY....

. EXTINGUISHING MEDIA
- UNUSUAL FIRE AND EXPLOSION HAZARDS

"%; SPECIAL FIDE FIGHTING PROCEDURES

. DOT #150070 Sub

Use alcohol type foam for largekflres;vﬂ;; :

Do not apply to heated surfaces or in areas
where electr1ca1 sparks may be present.

Water may be ineffective in fighting fires except
in a fine spray to absorb heat and protect undamaged
materials.

BOE-C6-0226224



il
i

. ,’T‘H‘REsHbLb LIMITVALUE 100 ppm
- EFFECTS QF ovsnexpésum—:

Breathinc Vapor w111 be 1rr1tat1ng to nose

mhalation:meemovevuLetim to.

reshrairseconsult

‘Dhy51c1an
Skin Exposure. Wash affected area with soap.and water.
Eye " Flush with water. Consult phy51c1an.

Induce vomiting, Consult physician

Sectlon VI — REACTIVITY DATA |

%»N“Q“TQNGD‘: Storage at high temperatu'es

,,uetlonﬁproducts of various pi gmentskemployed.

MAYOCCUR [X] wiLLNoTOCCUR

; orb material with sawdust or 011 absorblng;
compound. Wash area with detergent and water. Use adequate ventllatlon,k

Section Vil — SPILL OR LEAK PROCEDURES

TEPS TO BE TAKEN INCASE MATERIAL 1S RELEASED OR SPILLED; Ab s

to clear fumes from area.f Av01d sparks
: WASTE DiSPOSAL METHOD . - .

InC1nerate with care. Sanjtarv land fill preferred.ﬁ ;
' Sechon V"l - SPE‘EJAL F'ROT;ECTIQN IN FORMATION

'K”X"

RESPIRATORY PRETEQHON

; Dependlng on application method and facilities, either an e
air supplied respirator or suitable chemical cartridge, and dust filter |
type respirator. ~ i

" To meet TLV aeeumiﬁg a rate of application of 10 gals per hour fresh
air requirements will be 18,000 to 20,000 cfm. = To meet 25% of LEL"
under same assumpt10n(700—800 cfm is requlred ‘

I

 PRECAUTIONSTOBET.

OTHER PRECAUTIONS |

.
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